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SWIMMING POOL AND SPA HEATER

MOD. NO.

SERIAL NO.
VOLTS, 50/60 CYCLE A.C.

AMPS

PHASE

kW EACH ELEMENT

kW

MAX. WORKING PRESSURE
P.S.I. HYD TEST

P.S.I.

WARNING

DISCONNECT ALL POWER

TO UNIT BEFORE REMOVING

TERMINAL COVER

SERVICE ACCESS PANEL

DO NOT OBSTRUCT

INLET

OUTLET

WARNING
DISCONNECT ALL POWER
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TEMPERATURE CONTROL

ELEM.

RESET

FLOW

DO NOT OBSTRUCT

SERVICE ACCESS PANEL

TO UNIT BEFORE REMOVING

TERMINAL COVER

CONDUIT ENTRANCE 
KNOCKOUT

MODEL   PHASE   VOLTS   kW   AMPS   BREAKER   WIRE/ 75°C    SHIP WT.
12004ST 1 208       4        20             25                #10              18 Lbs.
12008ST 1 208 8 39 50                #8 19 Lbs.
12406ST       1           240      5.5      23             30                #10              18 Lbs
12411ST       1           240      11       46             60                #6                19 Lbs.                          

COATES HEATER CO. INC. 
P.O BOX 1750
KENT, WA 98035
Phone (253) 872-7256
Fax (253) 859-4660

MINIMUM FLOW RATE 15 GPM
MAXIMUM FLOW RATE 80 GPM
1 ½ X 2 INCH PVC UNION CONNECTIONS
STAINLESS STEEL MANIFOLD
INCOLOY HEATING ELEMENTS
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2 ¼ 
(57)

FRONT

Dimensions: Inches (mm)

SUGGESTED CLEARANCES

Front   Back   Left    Right   Top
36**      4       10     *          24

(914)   (102)  (254)   *        (610)

*Required clearance is based on plumbing configuration used.
**Refer to NEC Table 110.26(A)(1)


